
GSI CONSTRUCTION PRODUCTS

GSI Sediment Bags
GSI’s SEDIMENT BAGS are designed to capture particles from soil 
laden water. This BMP is built with a fill port or ‘tail’ that will easily 
accommodate a 6-inch discharge hose. Made from a durable non-
woven fabric that possesses high flow rates, this versatile product 
will help you meet strict regulatory demands.

Whether you are pumping from a pond or construction site 
excavation, this device will be able to reduce the fines and sands 
from the discharge. 

 TYPE I SEDIMENT BAG TYPE II SEDIMENT BAG

Fabricated using WisDOT Fabricated using WisDOT

Type R Geotextile Type HR Geotextile

8 oz non-woven fabric 12 oz non-woven fabric

SIZES: 12.5’ X 10’; 15’ X 12’ SIZES: 12’ X 12’

GEOTEXTILE FILTERING PRACTICES 
WI DNR technical Standard Dewatering Practices for sediment control 106
•	 Discharge to geotextile filter bags fabricated using WisDOT Type R, Wis DOT HR geotextile.
•	 Provide a minimum geotextile surface area of 100 square feet. Geotextile surface areas of less 

than 100 square feet can be used for low volume discharges (less than 100 cubic feet)

Geo-Synthetics Systems LLC
2401 Pewaukee Road  |  Waukesha, WI 53188
800-444-5523  |  geosynthetics.com

GSI CAN FABRICATE SEDIMENT BAGS TO MEET YOUR SPECIFICATIONS, EVEN 
WITH CUSTOM FABRICS.  CONTACT US TODAY!

OTHER GSI PRODUCTS FOR SEDIMENT CONTROL 
Silt Fences | Silt Curtains | Inlet Protection | Sten Logs



A polypropylene, staple fiber, needle-punched nonwoven geotextile produced by Propex, and will meet the following Minimum Average 
Roll Values (MARV) when tested in accordance with the methods listed below. The fibers are needled to form a stable network that 
retains dimensional stability relative to each other. The geotextile is resistant to ultraviolet degradation and to biological and chemical 
environments normally found in soils. 

Materials are tested with internal Manufacturing Quality Control (MQC) tests that have been accredited by the Geosynthetic Accreditation 
Institute — Laboratory Accreditation Program (GAI-LAP). This product is NTPEP tested for AASHTO standards. 

PROPERTY TEST METHOD ENGLISH  MARV2 METRIC  MARV2

MECHANICAL

Grab Tensile Strength ASTM D-4632 205 lbs 912 N

Grab Elongation ASTM D-4632 50% 50%

CBR Puncture ASTM D-6241 525 lbs 2335 N

Trapezoidal Tear ASTM D-4533 80 lbs 356 N

ENDURANCE

UV Resistance at 500 hrs ASTM D-4355 70% 70%

HYDRAULIC

Apparent Opening Size (AOS)3 ASTM D-4751 80 US Std. Sieve 0.180 mm

Permittivity ASTM D-4491 1.5 sec-1 1.5 sec-1

Water Flow Rate ASTM D-4491 110 gpm/ft2 4481 l/min/m2

ROLL SIZES4 12 ft x 360 ft,   
15 ft x 300 ft

3.81 m x 109.8 m, 
4.57 m x 91.5 m

100% U.S. MANUFACTURED 

A polypropylene, staple fiber, needle-punched nonwoven geotextile produced by Propex, and will meet the following Minimum Average 
Roll Values (MARV) when tested in accordance with the methods listed below. The fibers are needled to form a stable network that 
retains dimensional stability relative to each other. The geotextile is resistant to ultraviolet degradation and to biological and chemical 
environments normally found in soils. 

Materials are tested with internal Manufacturing Quality Control (MQC) tests that have been accredited by the Geosynthetic Accreditation 
Institute — Laboratory Accreditation Program (GAI-LAP). This product is NTPEP tested for AASHTO standards. 

PROPERTY TEST METHOD ENGLISH  MARV2 METRIC  MARV2

MECHANICAL

Grab Tensile Strength ASTM D-4632 305 lbs 1356 N

Grab Elongation ASTM D-4632 50% 50%

CBR Puncture ASTM D-6241 850 lbs 3781 N

Trapezoidal Tear ASTM D-4533 115 lbs 512 N

Puncture ASTM D-4833 175 lbs 778 N

ENDURANCE

UV Resistance at 500 hrs ASTM D-4355 70% 70%

HYDRAULIC

Apparent Opening Size (AOS)3 ASTM D-4751 100 US Std. Sieve 0.150 mm

Permittivity ASTM D-4491 1.0 sec-1 1.0 sec-1

Water Flow Rate ASTM D-4491 75 gpm/ft2 3056 l/min/m2

ROLL SIZES4 15 ft x 300 ft 4.57 m x 91.5 m

100% U.S. MANUFACTURED 

TYPE I SEDIMENT BAG

TYPE II SEDIMENT BAG

This is to certify that GSI’s sediment bag Types I & II meet the Wisconsin DNR standard as laid out in section 
1061 of the Standard Specification Manual. The footprint of the bag shall be no smaller than 100 square feet.

TYPE I SEDIMENT BAG 

STANDARD  
SIZES 

MATERIAL  SALE  
PRICE  

12.5’ x 10’ 8 oz. NW  $105.72 

12’ x 15’ 8 oz. NW  $128.57 

15’ x 15’ 8 oz. NW  $192.68 

15’ x 25’ 8 oz. NW  $218.72 

3’ x 12’ 8 oz. NW  $47.85 

4’ x 12’ 8 oz. NW  $72.54 

4’ x 15’ 8 oz. NW  $79.79

TYPE II SEDIMENT BAG PRICING

STANDARD  
SIZES 

MATERIAL  SALE  
PRICE  

12' x 12' 12 oz. NW  $151.92 

15' x 12' 12 oz. NW  $175.14

15' x 15' 12 oz. NW  $213.42 

SEDIMENT SOCK PRICING

STANDARD  
SIZE

MATERIAL  SALE  
PRICE  

1.5’ x 11’ 8 oz. NW  $21.72 


