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SiltTex Inlet Protection

SiltTex Catch Basin Inserts are designed to retain silt and sediment
from entering your storm water system. Constructed from high quality
Polypropylene Geotextiles, these inserts hold up even in the toughest
of conditions. Overflow outlets are included to prevent water from
flowing out the pavement during large storm events.

INSTALLATION

Remove the grate and place the SiltTex insert into the opening. Hold
the flaps outside the grate opening. Replace the grate to hold the
SiltTex insert in place.

REMOVAL
Place pipe or rebar through the loops in the flaps. Remove the grate
and lift out the SiltTex insert.

SIZING DETAILS
The length and width of the SiltTex insert is determined by the inside
dimensions of the inlet structure.

PROPERTY TEST METHOD VALUE TYPE D INLET PROTECTION BAGS

Grab Tensile Strength, Ib (N) ASTM D-4632 200 (900) min. STANDARD SIZES ‘ MATERIAL ‘ SALEPRICE
Puncture Strength, Ib (N) ASTM D-4833 105 (460) min. " " ‘ Woven PP ‘ $66.49
Apparent Breaking Elongation, Machine Direction, % ASTM D-4632 | 24 min. 3 " ‘ Woven PP ‘ $58.24
Apparent Breaking Elongation, Cross Direction, % ASTM D-4751 10 min. v i ‘ Woven PP ‘ $62.29
Apparent Opening Size, um Permittivity, s -1 ASTM D-449]1 1.9 min. 26" Round x24" | Woven PP | $53.53

HR 24" x 36" ‘ Woven PP ‘ $111.13
MATERIAL

Woven Polypropylene

(1) All numerical values represent minimum/maximum average roll
values (i.e, the average of minimum test results on any roll in a lot
should meet or exceed the minimum specified values).

OTHER GSI PRODUCTS FOR SEDIMENT CONTROL
Silt Fences | Silt Curtains | Sediment Bags | Sten Logs
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